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Brick Slip Flex
Final coat with clinker appearance for alsecco exterior wall systems

Areas of application Decorative clinker-style finish for alsecco exterior wall systems basic.

Product properties Hand-made from high-quality raw materials

On account of its limited thickness (4-6 mm) it is specially suitable for use in exterior wall insulation systems

Attractive facade design as a result of a stone-type finish, 2 formats and 6 colours

Weather-resistant

Application instructions Preparation Divide the areas to be coated with even height markings throughout, taking fixed lines 
(e.g. windows, doors etc.) into account.

Substrate pre-treatment All substrates must be sound, even, clean and free from adhesion-reducing residue.

Application Using a trowel, apply Bonding Mortar AF to the finished reinforcing layer in stripes
within the height markings and comb through vertically with a notched trowel 
(4 mm x 6 mm or 5 mm x 5 mm). 

Only apply as much adhesive as can be covered with Brick Slip Flex before a skin
is formed.

Slide alsecco Brick Slip Flex into the Bonding Mortar AF, leaving the appropriate
spacings for joints and pushing well into position so that there are not cavities. We
recommend working from the top town and starting with the corner elements. 

Use a damp, flat brush to even out the adhesive in the area of the joints before it
has set, making sure that there is a full bond between the Bonding Mortar and the
Brick Slip Flex.

Then brush the surface with a broom or similar implement to remove loose
particles of mortar.

Consumption For the larger area:

"NF": approx. 48 off/m²
"DF": approx. 66 off/m²

The exact consumption is dependent on the width of the joint and the pattern.

Information about
the weather

The temperature must not fall below + 5 °C during application and drying.
Do not apply to surfaces heated by the sun, nor during rain or in strong wind.

Drying time approx. 24 - 72 hours
Dependent on temperature and relative humidity
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Packaging Article number "NF": 15210 H 71 x L 240
15211 H 71 x B 115 x L 240

Brick Slip Flex (Corner) 4/4

15212 H 71 x B 115 x L 175
Brick Slip Flex (Corner) 3/4

"DF": 15204 H 52 x L 240
15205 H 52 x B 115 x L 240

Brick Slip Flex (Corner) 4/4

15206 H 52 x B 115 x L 175
Brick Slip Flex (Corner) 3/4

Packaging unit Brick Slip Flex: 3 m²/carton
Brick Slip
Flex (Corner): 3 m/carton

Colour Borkum
Heligoland
Norderney
Rügen
Usedom
Westerland
Alsecco Brick Slip Flex is a hand-moulded, individually manufactured product where
differences in colour and dimensional tolerances must be taken into account.

Other information Transport Not a hazardous product

Internet: www.alsecco.de
Telefax  03 69 22 / 88-330
Telefon  03 69 22 / 88-0
D-36208 Wildeck
Kupferstraße 50
alsecco GmbH & Co. KG

PD 0259/0398
account of technical progress or building regulations. Your technical advisor will be pleased to provide the relevant product data sheets.

provided by our employees and deviating from these documents must be given in writing. We reserve right to make any changes on 
on account of wide variety of substrates and of on-site conditions and applications which are outside our control. Any recommendations

applies in addition to our application guidelines. However, we cannot accept any responsibility for the correctness of our recommendations
The above information is based on many years of experience and tests and is provided by us to the best of our knowledge. Such information


